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22.05.010 Title, Purpose and Scope.

This chapter shdl be known and codified asthe Sign Code and shdl be applicableto outdoor Sgns
in the City of Lincoln and within three miles of the corporate limits thereof, and will be referred to herein
as "this code.”

All sgns shdl comply with al provisons of this code and al other gpplicable provisons of the
Lincoln Municipd Code, including but not limited to, those set forth in Section 10.12.040, Chapter 18.04,
and Title 27 of the Lincoln Municipal Code and shal comply with al gpplicable state and federd-aid
project requirements restricting signs and structures on or over the public right-of-way.

The purpose of this codeisto provide minimum standards to safeguard life, hedlth, property, and
public wdfare by regulating and controlling the sructura design, qudity of materias, condruction, location,
eectrification, and maintenance of dl signsand sign structures not located within abuilding. (Ord. 16430
81; July 26, 1993).



22.05.020 Definitions.

For the purpose of thiscode, certain abbreviations, terms, phrases, wordsand their derivativesshall
be construed as specified in this chapter. Words used in the sngular include the plurd, and the plurd the
sngular. Words used in the masculine gender include the feminine, and the feminine the masculine,

The following definitions shdl apply in the interpretation and enforcement of this chapter:

Area of sign shdl mean the area of the largest Single face of the sgn within a perimeter which
forms the outsde shape including any frame which forms an integrd part of the display, but excluding
necessary supports or uprights on which the sgn may be placed. If the sign conssts of more than one
sectionor module, al areaswill betotaled. Signsmounted or painted on awall shal be caculated by using
up to asmple eight-sded geometric figure around the advertisng message and shdl include any framing
or border. Pylon signs shdl have sign area measured from the bottom of the copy area.

Building Official shadl mean the Director of Building and Safety of the City who is charged with
the adminigtration and enforcement of this code, or his or her duly authorized deputy.

Changeable copy sign shdl mean any sign on which message copy can be changed through the
useof attachablelettersand numerasor by dectronic switching of lampsor illuminated tubes. Thisincludes
public message displays or any sign which festures autometic switching such astime and temperature Sgns.

Directional sign shdl mean any sgn which serves primarily to designate the location or direction
of any areaor place. Thisdefinition shall aso include any sign approved by the Director of Public Works
and Utilities in connection with mgor street construction projects. A business name and/or logo is
acceptable on adirectiona sign.

Electric sign shdl mean any 9gn containing eectricd wiring which is attached or intended to be
attached to an dectrical energy source, but not including signs illuminated by an exterior light source not
anintegrd part of thesgn.

Electronic changeable copy sign shdl meanasign containing acomputer generated message or
other automated method of changing copy such as a public service time, temperature and date Sgn,
message center or reader board, where different copy changes of a public service or commercia nature
are shown on the same lamp bank or message facility.

Erected shdl mean attached, dtered, built, constructed, reconstructed, enlarged, or moved and
shdl include the painting of wdl sgns.

Facade shdl mean that portion of any exterior eevation of abuilding extending verticaly from the
grade to the top parapet wal or eaves and horizontaly across the building in one plane of devation. A
facade may extend above the roof line,

Flag shdl meanasign constructed of anonrigid piece of fabric attached to apole structure on one
verticad sdeonly.

Flashing sign shadl mean the interior or exterior of asgn which containsflashing lightsor exhibits
noticeable changesin light intengity with abasic on-off of the samelight or display pettern, or whichincludes
the illuson of intermittent or flashing light by means of animation, or an externdly-mounted intermittent light
source.

Ground sign shal mean asign, other than a pole 9gn, in which the entire bottom of theggnisin
contact withor iscloseto the ground and isindependent of any other structure, and the top edge of thesign
isten feet or less above grade.

Height of a sign shal mean the distance between the lowest grade level within two feet of elther
dde of asign, and the highest part of the Sgn or its support; except that if the property waslower thanthe



adjacent roadway, then the height of the Sign is to be cadculated from the street grade a a ninety degree
angle from the sgn.

[ luminatedsign shdl mean any Sgnwhichisdirectly lighted by any eectricd light source, interna
or externd. Thisdefinition shdl not include sgnswhich areilluminated by street lights or other light sources
owned by any public agency or light sources which are specifically operated for the purpose of lighting the
areain which the Sgn islocated rather than the Sgn itslf.

Mar quee (canopy or avning) shal mean a protective shelter or overhang which projects more
than twenty-four inches from the face of a building that is otherwise permitted by code or ordinance.

M ar quee sign shal mean a sgn attached to the face or on top or below amarquee. The area of
marquee Sgns shdl be counted toward the total alowable wall Sgn area of the pardld face to which the
marquee is attached. |If attached perpendicular to the wall, it shal be counted toward the alowed
projecting Sgn area.

Mobile sign shadl mean a 9gn designed and constructed to be transported by its own wheds.
When placed, a mobile sign must be supported by at least four integra meta supports which raise the
wheds off the ground. Such sgn shal not exceed ten feet in height.

Nonstructural trim shal mean the molding, battens, caps, nailing strips, latticing, cutouts, or
ladders and walkways which are atached to the sign structure,

Off-premises sign shdl mean any sign which serves to advertise a product, service, or activity
not conducted on the premises on which the sign is located or within 300 lined feet thereof.

On-premisessign shdl mean any signwhich servesto advertiseand/or identify aproduct, service,
or activity conducted on the premise on which the sign is located, or identifies said premises or a use
thereof.

Pedestrian mar quee sgn shdl mean asign oriented to the view of pedestrians which is attached
to or constructed under the marquee or on the end of the marquee perpendicular to the pardld face to
which the marquee is attached, but shall not project above the marquee.

Per son shdl mean and include any person, firm, partnership, association, corporation, company,
or organization of any kind.

Pole sign shdl mean a sgn that is mounted on a freestanding pole or other support so that the
bottom edge of the Sgn face isten feet or more above grade. A pylon sign shdl dso be consdered asa
pole sign.

Projecting sign shal mean a sgn other than awal sign which is attached to and projects at an
angle of not less than forty-five degrees from a structure or building face.

Pr oj ection shal mean the distance by which asgn extends beyond a building or structure.

Pylon sign shdl mean apole sign greater than ten feet in height with adesign incorporating apole
cover sructure of greater than twenty-four inchesin width in contact with the ground.

Real estate sign shdl mean any Sgn which identifies an offer of the sde, rentd, or lease of the
premises on which it is located.

Roof line shdl mean the uppermost exterior surface of the roof of a building.

Roof sign shdl mean asign mounted on the main roof portion of abuilding or onthetop most edge
of aparapet wall of abuilding; and wheniswhally or partidly supported by such building. For the purpose
of this chapter, Sgns mounted on mansard facades, pent eaves, facades and architectura projections such
an canopies or marquees shall not be considered to be roof signs. Signs mounted on an ornamental



atachment not used for shelter or protection of persons or property, such as cupolas, shall be consdered
roof sgns.

Rotating sign shdl mean any Sgn or portion of a Ssgn which moves in a revolving or Smilar
manner, but not induding multi-prism indexing Sgns.

Seasonal or holiday signs shdl mean sgns used for specid occasions, such as religious and
nationa holidays, and ingaled for alimited period of time not to exceed sixty days.

Sign shal mean any Sructure, fixture, graphics, illugtration, Satue, or other device visble from off
the premises designed or intended to advertise, to identify, to attract attention to, or to convey information
regarding any goods, product, service, business, location, ingtitution, activity, person, solicitation, issue, or
campaign, with the exception of merchandise window displays, nationa, state or other Nebraska
governmentd subdivison flags, and sculpture. For purposes of removd, sgn shdl dso include any sgn
structure.

Sign gructure shdl mean any sructure which is designed or used to support any sign as defined
inthischapter. A sgn dructure may beasingle pole and may or may not bean integrd part of the building.

Temporary sign shdl mean any outdoor sign or device including but not limited to banners,
pennants, flags, or advertisng display constructed of cloth, canvas, light fabric, cardboard, or other light
materids, with or without frames; intended to be displayed for alimited period of time only not to exceed
gxty daysin acdendar year and not permanently affixed; provided, that temporary signs shdl not include
mobile Sgns.

Wall sign shal mean any sign painted on or attached to the wal or facade of a building with the
display surface pardld to or a an angle to which it is attached, and which projects no more than twenty-
four inches from thewal surface. No wall Sgn shdl extend verticaly or horizontally beyond the building
facade from which the Sgn is attached. A wal sgn may project into aright-of-way. A wall Sgn may be
located at any height on a parapet or facade.

Window sign shal mean asgn indaled indde a window which can be viewed from outsde the
premisesandissix feet or lessfrom thewindow or islocated within awindow display areaformed by walls
or doors that block the view into the main building. (Ord. 16951 8§145; March 11, 1996: prior Ord.
16736 81; February 13, 1995: Ord. 16430 82; July 26, 1993).

22.05.030 Registration Required.

It shal be unlawful for any person to carry on or engage in the occupation of erecting, placing,
condructing, enlarging, atering, moving, improving, converting, or equipping any sign for which a sgn
permit is required in the city or within three miles thereof without first being registered as aSign contractor
and having complied with dl of the provisionsof thischapter, unless otherwise exempted by thistitle. (Ord.
16736 82; February 13, 1995: prior Ord. 16430 83; July 26, 1993).

22.05.040 Application for Registration; Registration Fee; Bond; I nsurance.

Any person desiring to engage in the business of erecting, placing, congructing, enlarging, dtering,
moving, improving, converting, or equipping Sgnsin the city or within three miles thereof shdl file with the
Building Officid an application for regidtration as a Sgn contractor on a form furnished by the Building
Officid for that purpose. Said application shal be accompanied by abond in the sum of $5,000.00 duly
executed by both said agpplicant and a corporate surety company authorized by the stateto do businessin
Nebraska, which bond shall be subject to the approva of the City Attorney.



The bond shdl be conditioned, among other things, that the applicant: (&) will in dl things drictly
comply with al provisons of this chapter; (b) will grictly comply with al gpplicable laws and regulations
and dl conditions of the permit which shal save, indemnify, and kegp harmless the city from dl liabilities,
judgments, costs, and expenses which may in any wise accrue againg the city in consequence of the
granting of such registration, or in consequence of any injury to persons or property resulting directly, or
indirectly from the exercise of the privileges in such regigration granted; (c) will pay to the city any and dl
damages which may be sustained to any city property through the conduct of said gpplicant's activities
authorized hereunder.

In addition to the bond, the applicant for registration as asign contractor shal also be required to:

@ Atdl timesmaintain public liability insurancein theform of acommercia or comprehensve
generd ligbility palicy, or an acceptable subgtitute policy form as permitted by the City Attorney, with a
minimum combined single limit of $500,000.00 aggregate for any oneoccurrence. The coveragesrequired
herein shal be subject to review and gpprova by the City Attorney for conformance with the provisons
of this section.

(b) At dl times keep on file with the Building Officid a current certificate of insurance sgned
by a qualified agent of an insurance company licensed to do business in the State of Nebraska and
approved by the City Attorney for conformance with the provisions of this section evidencing the existence
of vaid and effective policies of insurance naming the city asan additiona insured for the coverage required
by subsection (a) of this section, the limits of each palicy, the policy number, the name of the insurer, the
effective date and expiration date of each policy, the deductibles or sdlf-insurance retainers of each policy,
and a copy of an endorsement placed on each policy requiring thirty days notice by mail to the Building
Officid before the insurer may cance the policy for any reason, and upon request of the Building Officid
or the City Attorney, acopy of any endorsements placed on such policies or the declarations page of such
policies.

Each applicant for anew regigration asasgn contractor shal pay to the Building Officid afee of
fifty dollars. All regidrations shdl expire one year after the date of issuance. Certificates of registration at
the time of their expiration may be renewed for the succeeding year upon payment of the registration fee
as herein provided.

Any certificate of registration asasign contractor issued hereunder may be revoked by the Building
Officd if the Building Officid finds that the Sgn contractor has failed to conduct his or her businessin
accordance with the provisons of this chapter. The determination of the Building Officid to revoke a
certificate of registration may be gppealed to the Mayor by filing a written statement requesting such an
appeal within saven daysafter written notification of the Building Officid's determination. Any termination,
reduction, or lgpse in such insurance or bond shall automaticaly cause the revocation of any permit or
registration issued hereunder. (Ord. 16430 84; July 26, 1993).

22.05.050 Permits.

@ Permit required. No person other than a person registered as a sign contractor as herein
provided shdl erect, place, relocate, congtruct, enlarge, or dter any sgnfor whichasign permitisrequired,
except the owner or lessee of the premises may erect amobile, painted, or non-illuminated wall sign, after
a permit has been obtained, on such premises. A sgn painted directly to the surface of awal may be
ingtdled by aperson other than a registered sign contractor after permits, including street use permits if
applicable, have been obtained.



No sign shal be hereafter erected, placed, rel ocated, constructed, enlarged, or dtered except as
provided by thiscode and apermit for the same has been issued by the Building Officid. A separate permit
shdl be required for each sgn and for each group of Sgns on a single support sign structure. 1n addition,
electrical permits shal be obtained for dectric sgns, which are required by the City of Lincoln Electricd
Code requirements to be permanently wired.

(b) Application for permit. Application for asign permit shdl be made in writing upon forms
furnished by the Building Officid. Such gpplication shdl contain the location by street and number of the
proposed sign structure, as well as the name and address of the owner and the sign contractor or erector.
The Building Officdd shdl require thefiling of two setsof plansor other pertinent information where, in his
or her opinion, such information is necessary to ensure compliance with this code.

Applications for which no permit has been issued within 120 days following the date of
gpplication shdl expire, and plans and other data submitted for review may theregfter be returned to the
goplicant or destroyed by the Building Officid. The Building Officid may extend the time for permit
issuance for a period not exceeding 120 days on written request from the applicant showing that
circumstances beyond the control of the gpplicant have prevented the applicant from fulfilling such
conditions as are necessary to obtain issuance of the permit. No application shal be extended more than
once.

(© Signsor activities exempt from permit. The following signs or activities shal not require
asgn permit:

@ Changing the advertisng copy or message on thester marquees and smilar sgns
specifically designed for the use of replaceable letters or copy.

2 Painting, repainting, or cleaning of asign sructure,

3 Removing asgn for repair purposes, provided, no dteration or addition is made
to thesgn.

4 Home occupation signs.

) Temporary signs except as specified in Section 22.05.170.

(6) Directiond, parking lot, or informational Sgns under Six square feet.

(7) Officid notices.

(8 Replacing of aflag with aflag of a9ze no greater than that authorized under the
origind sgn permit for the flag.

These exceptions shdl not be construed as relieving the owner of the sgn from the responsibility
of its erection and maintenance, and its compliance with the provisions of this code or any other law or
ordinance regulating the same.

(d) Suspension or Revocation. The Building Officia may, in writing, suspend or revoke a
permit issued under the provisons of this code whenever the permit isissued in error or on the basis of
incorrect information supplied, or in violation of any ordinance or regulation or any of the provisonsof this
code. (Ord. 17208 81, July 14, 1997: prior Ord. 16736 83; February 13, 1995: Ord. 16430 85; July 26,
1993).

22.05.060 Fees and I nspection.
@ Permit fee. A sgn permit fee shdl be pad to the Department of Building and Safety for
each permit in accordance with the fee schedule set forth below:



SIGN PERMIT FEE SCHEDULE

Typeof San Fee
Wall and roof SONS . . . oo e $36.00
Anywadl dgnlessthan20squarefest . ... 18.00
Ground and polesignsuptoandincluding 100 squarefeet .......... ... .. .. .. ... ... 54.00
100-300squarefeet . .. ..o 72.00
over 300 squarefest ... 90.00
Mobile sign per renta period up to 60-day period
P PlaCEME . . 15.00
FaCe ChaNge . . . . o 15.00
TEMIPOr Y SON o .ottt e e e 15.00
Non-advertisng Mura Project .. ... ... i 15.00
Reingpection feefor eachraingpection. . . ... .. i 18.00

Wherework for which apermitisrequired by thistitleisstarted prior to obtaining apermit, thefees
specified above shdl be doubled; however, the payment of such doubled fees shdl not relieve any person
from fully complying with the requirements of thistitle.

Every permit issued under the provisions of thiscode shal expire by limitation and become null and
void if the sign authorized by such permit is not erected, placed, relocated, constructed, or dtered asthe
case may be within 120 daysfrom the date of issuance of such permit. There shdl beno refundsor credits
given on permits which shall have expired. Permit holders returning a permit prior to the expiration date
and gpplicants withdrawing their gpplication prior to issuance of the permit shal be limited to amaximum
refund amount of two-thirds of the origind fee, with the remaining one-third to be used to pay the
adminigrative costsin processing the permit. Any permittee holding an unexpired permit may agpply for an
extenson of the time within which work may commence under that permit when the permitteeisunableto
commence work within the time required by this section. The building officid may extend the time for
actionby the permitteefor aperiod not exceeding 120 dayson written request by the permittee. No permit
shdll be extended more than once.

(b) Sgnskeptinrepair. All signs, together with al of their supports, braces, guys, and anchors
shdl be kept in repair and in proper state of preservation. The display surfaces of dl signs shal be kept
nestly painted or posted &t al times.

(© I nspections.

1) Footing and Site location ingpections shal be required by the Building Officid for
al ground and pole Signs.



2 All permanently ingdled sgns containing eectrica wiring shal be subject to the
permits and ingpections of the eectrica code, Title 23 of the Lincoln Municipal Code, and the dectrica
components used shdl bear the label of an gpproved testing agency.

3 All mobile signs containing eectric wiring shal be subject to ingpection and
approva by the Building Official. (Ord. 16736 84; February 13, 1995: prior Ord. 16430 86; July 26,
1993).

22.05.070 Design and Congtruction.

@ Generd. Signs and sign structure shdl be designed and constructed to conform to the
Lincoln Building Code as adopted under Title 20 of the Lincoln Municipa Code.

(b) Allowable Stresses. The working stresses of wire rope, braided nylon cord or braided
polypropylene cord and its fastenings shal not exceed twenty-five percent of the ultimate strength of the
rope or cord or fasteners.

(© Roof signs and Marquee Signs. Roof sgns and marquee Sgns shal be congtructed of fire
retardant or noncombustible materias, except that nonstructural trim and display surfacesmay be of wood,
metal, approved plastics, gpproved coverings, or any combination thereof.

(d) Electricd Sgns. No combustible materids other than approved plasticsor flameretardant
coverings shdl be usad in the congruction of eectric Sgns.

(e Anchorage. Signs attached to masonry, concrete, or steel shal be safely and securdly
fastened thereto by means of meta anchors, bolts, or gpproved expansion screws of sufficient Sze and
anchorage to support safely the loads applied.

No wooden blocks or plugs or anchorswith wood used in connection with screwsor nails
shdl be considered proper anchorage, except in the case of Sgns attached to wood framing.

® Display Surfaces. Digplay surfacesin al types of sgns may be made of metd, approved
plastics, or any other materid approved by the Building Officid.

EXCEPTION: Approved Plagtics. The Building Officid
shdl require that sufficient technicd data be submitted to
Substantiate the proposed use of any plastic materia and,
if it is determined that the evidence submitted is stisfac-
tory for the use intended, he or she may approveits use.

(9 Son ldentification. A dticker shdl be affixed ather to the face or the channd of asign
visble from the street dencting the name of the manufacturer or designated servicing company for purpose
of identification by city officids. (Ord. 16430 §7; July 26, 1993).

22.05.080 Clearance and Obstructions.

@ Generd. All sgnsshdl conform to the clearanceand projection requirementsof thissection
and no sgn or sgn structure shdl be located on public property.

(b) Clearance from High Voltage Power Lines. Signs shall be provided clearance from
overhead dectrica conductors which are energized in accordance with Table 22.05.080. The term
"overhead conductors' as used in this section shal mean any eectrica conductor, either bare or insulated,
indalled above the ground except conductors enclosed in conduit or other material covering of equal
srength.



(© Clearance from Fire Escapes, Exits, or Standpipes. No sign or sign structure shal be
erected in such amanner that any portion of its surface or supports will interfere in any way with the free
use of any fire escape, exit, or standpipe.

(d) Obstruction of Openings. No sign shdl obstruct any openings to such an extent that light
or ventilation is reduced to a point below that required by this code.

Sgns erected within five feet of an exterior wall in which there are openingswithin the area
of the sign shdl be constructed of noncombustible materid, approved plastics, or other fire retardant
materids.

(e Obstructing View. No sgn shdl be erected, placed, or maintained at any location in such
amanner as to obstruct free and clear visonat theintersection of any street or highway or to obstruct free
and clear vison from any driveway abutting any sreet or highway that will violate the sign obstruction
regulations of the Department of Public Works and Utilities or Title 10 of the Lincoln Municipa Code.

(See Table 22.05.080) (Ord. 16951 §146; March 11, 1996: prior Ord. 16430 §8; July 26, 1993).

Table 22.05.080

Communication conductors Open supply
and conductors Open supply conductors
cables, guys, messengers, surge 0to 750V,
protection wires, neutral con- and
ply cables of 0to 750 V (ft.) over 750 V
(ft) (ft.) (ft.) (ft)
Signs, chimneys,
billboards, radio &
television antennas, a. Horizontal® 3 5.2 512 6! 7t
tanks, and other
installations not
classified as
buildings or bridges
b. Vertical 3 5t 8 8 9
over/under®

1 Where building, sign, chimney, antenna, tank, or other installation does not require maintenance such as painting, washing, changing of sign
letters, or other operations which would require persons to work or pass between supply conductors and structure, the clearance may be reduced by

2 feet.

Where available space will not permit this value, the clearance may be reduced to 3 feet provided the conductors, including splices and taps, have

covering which provides sufficient dielectric to prevent a short circuit in case of a momentary contact between the conductors and a grounded

surface.

3 Therequired clearances shall be to the closest approach of motorized signs or moving portions of installations.

22.05.090 M obile Signs.

@ Desgn. Mobilesgnsmay be congructed of any materid meeting the requirements of this
code and shall be so designed that the mobile sgn will resst design wind loads of twenty-five pounds per
sguare foot in any direction. Tongues utilized in moving the mohbile Sgn from Ste to Ste shdl be removed




fromthe mobile sgn whenit is placed for sign display purposes. Every mobile sign shdl have a permanent
name plate on the mobile sign identifying the current owner of the sgn by name and telephone number.

(b) Electricd Components and Connections. Electrica componentsfor mobile signsshal be
listed or labeled by a nationdly recognized testing laboratory and shal be indaled in accordance with the
Lincoln Electricad Code. All ectrica connections to mobile signs shdl be supplied with ahard usage or
extra hard usage flexible 12-3 or larger cord not exceeding 100 feet in length and shall be plugged into an
approved 120-volt grounded dectrical outlet receptacle with a capacity of not less than fifteen amperes
nor more than twenty amperes. Type SC, SCE, SCT, SE, SEO, SEOQO, SJE, SJEO, SIEOO, SJOO,
SJITOO, SO0, AND STOO are examples of acceptable cords. The cord shdl not be placed upon any
ground or ground surfacing that is specificaly designed to accommodate pedestrian traffic or vehicular
traffic of any sort unless said arealis cordoned off.

The consumption of eectricity by mobilesgnsshal not exceed twelve amperesfor afifteen
ampere circuit, or Sxteen amperes for atwenty ampere circuit.

Electrica cords suspended above gradefor fifteen feet or lessshal have the cord attached
to insulatorsthat are securely attached to the sign and the building or structure. Electrical cords suspended
above grade for more than fifteen feet shal have the cord supported from a stee messenger cable that is
securdly attached at each end. The electricd cord (at itslowest point) shal be suspended at least ten feet
above finish grade and sdewaks. Electrica cords suspended over driveways or parking lots subject to
vehicular travel shall be at least eighteen feet above thefinish grade. Where utilized, eectrical cords shall
be supplied by and the maintenance thereof shal be the responsibility of the sign contractor.

No mobile sgn shal be permitted which utilizes more than ten outlet sockets per face, or
whichutilizesmore than seventy-fivewatt bulbs per socket. No mobilesign shal be permitted which utilizes
brilliant flashes of light, sudden and transient outbursts of light, or brilliant sustained light.

The wiring of an outdoor Sgn that is portable or mobile and is readily accessible shall be
provided with ground-fault circuit-interrupter protection for personnel.

(© Placement. Mohilesignsshdl be placed in gtrict accordance with therequirementsfor signs
provided for in this chapter, Title 27 of the Lincoln Municipa Code, and any other gpplicable law. Only
aregistered sign contractor or the owner of such mobile sgn and the business for which the sgn will be
located may obtain a permit for and physicaly place and connect amobile sign.

No mobile sign shdl be placed at any location where it could be confused with an
authorized traffic agnd, traffic sgn, or emergency vehicle.

No mobile sgn shdl be placed without firgt obtaining a permit for such sign placement.
Whenever a mobile sign is relocated, the permit issued for use a the described premises shall expire
automaticaly, and a new permit must be obtained before the mobile sign may be relocated.

Any mobile sgn placed, maintained or operated in violaion of this section is hereby
declared to be a public nuisance. It shdl betheduty of the Building Officid to notify, in writing, the owner
of the mobile sgn setting forth the violations of the provisions of this section or any other applicable law.
(Ord. 16736 85; February 13, 1995: prior Ord. 16430 89; July 26, 1993).

22.05.100 Pole Signs.
Pole sgnsshall be constructed to meet the requirements of thischapter. (Ord. 16430 §10; July 26,
1993).



22.05.110 Ground Signs.

Ground signs shdl be constructed and designed in accordance with this chapter.

Ground signs may have display surfaces of combustible materids. (Ord. 16430 §11; July 26,
1993).

22.05.120 Roof Signs.
Roof sgns shdl be congtructed and designed in accordance with the requirements of this chapter.
Such roof sgns shdl be thoroughly secured and anchored to the structurd frame of the building
over which they are constructed and erected. (Ord. 16430 812; July 26, 1993).

22.05.130 Wall Signs.

Wal sgns shdl be congtructed and designed in accordance with the requirements of this chapter.

Wal sgns shal not have a projection over public property greater than the distances set forth in
Table 22.05.130. No wadl sgn or wal sgn structure shdl project into a public dley below a height of
fourteen feet above grade more than two and one-half inches nor more than eight inches when over
fourteenfeet. Nowal sign or wal sgn structure shdl project more than two and one-haf inches over any
gdewdk or parking lot below a height of seven feet Six inches above grade. Wall sgns shdl comply with
al applicable federd-aid project requirements restricting signs on or over public right-of-way.

Table 22.05.130
Projection of Wall Signs

Clearance Maximum Projections
Lessthan 7'6" above grade 2 1/2 inches
Over 7'6" above grade 24 inches

(Ord. 16430 §13; July 26, 1993).

22.05.140 Projecting Signs.

Projecting Sgns shdl be constructed and designed in accordance with the requirements of this
chapter.

Subject to the provisons of Title 10 and Title 27 of the Lincoln Municipa Code, projecting Sgns
may project over public property as set forth in Table 22.05.140. Projecting Sgns shal comply with dl
applicable federd-aid project requirements restricting signs and structures on or over the public right-of-
way. No projecting sgn shal project within two feet of the curb line. No projecting Sign or projecting
sgn sructure shal project more than two and one-haf inches into a public dley when ingtdled below a
height of fourteen feet above grade of the public dley, nor more than twenty-four incheswheningaled a
aheight over fourteen feet above said grade.



Table 22.05.140
Projection of Signs

Clearance Maximum Projections
Lessthan 8 feet above grade NOT ALLOWED
Over 8 feet above grade 6 feet 6 inches
Over 8 feet above grade and

at 45 degreesto acorner 9 feat

(Ord. 16430 §14; July 26, 1993).

22.05.150 Mar quee Signs.
Marqueesignsshal be constructed to meet the requirementsof thischapter. (Ord. 16430 815; July
26, 1993).

22.05.160 Electric Signs.

Electric Sgns may be congtructed of any materiads meeting the requirements of this chapter. The
enclosed shell of dectric signsshdl be reasonably watertight, excepting that service holesfitted with covers
shdl be provided into each compartment of such sgns.

Electric equipment used in connection with illuminated sgns shdl be ingaled in accordance with
the city dectric code regulating dectricd ingdlations.

No ggn, other than a changing sign, shdl be permitted which is animated by means of flashing,
saintillating, blinking, or traveling lights, or strobascopic or stroboscopic-typelight or illumination, or xenon
flashtube type light or illumination, or pogo-stick zip light illumination, or revolving beacon lights except as
required by the Federd Aviation Agency or any other means not providing congtant illumination, except
such blinking or flashing lights permitted under Section 27.69.070(g) of this code. (Ord. 16430 816; July
26, 1993).

22.05.170 Temporary Signs.

@ Genad. All temporary sgnsshadl be constructed to withstand a25-pound per squarefoot
windload.

(b) Temporary Red Edae Sgns. Red edtate signs (sale or lease of property) shdl be
congtructed of arigid materia securely anchored into the ground or secured to a building.

© Temporary sgns for political campaigns, non-profit civic activities and noncommercia
activities shal be securely anchored to the ground or a building.

(d) Banners of vinyl, canvas, fabric, or other smilar materia shal be permitted to hang from
or on awall, provided said banner is supported and attached to the wall with meta cable or nylon or
polypropylene rope (test break minimum of 1,100 pounds). Banners may extend up to Sx inchesinto the
public right-of-way when located eight feet or more above grade of said right-of-way. Banners alowed
by this subsection may be instaled by persons not registered as sSign contractors. A sgn permit for the
ingalation of bannersis required.



(e Banners may extend over public property and may extend across a public street only by
permission of the Mayor, and shall be subject to adl related laws and ordinances. Such signs, when
extended over a public street, shdl maintain aminimum clearance of twenty feet.

® Temporary condruction Ste signs shal be constructed of exterior glue plywood, meta, or
other amilar rigid materia secured into the ground, or securely anchored to a building, or temporary
congructiontrailer. Congtruction Site Ssignsaso may be attached to a security fence or protected walkway
in the public right-of-way when the fence or walkway is dlowed under Title 14 of the Lincoln Municipa
Code. Congtruction banners may be permitted as specified in subsection (d) of thissection. Congtruction
gte sgns shdl be removed when an occupancy certificate isissued.

()] Signs on vehides which are parked for the primary purpose of being a sign, shdl not be
permitted.

(h Temporary garage sde signs shdl be securely anchored into the ground and shdl not be
located within the public right-of-way.

0] Temporary window signs placed on the insde of a window may be constructed of any
materia. (Ord. 16430 817; July 26, 1993).

22.05.180 Obsolete Signs.

Where the owner or lessee hasmoved or isout of business, dl sgns must be removed within thirty
days after noticein writing has been given by the Building Officid to the last known owner of the premises
to which the dgn is atached, or to the lessee or person in charge thereof. Any sign which has become
vaudess for advertisng purposes shdl be removed by the owner or person in charge of the premises to
which the sign islocated, when ordered to do so by notice in writing from the Building Officid. Any such
sgnwhichisnot removed within thetime provided by such written notice may be removed by the Building
Officid at the expense of the owner or person in charge of the premises concerned, and no permit for the
erection of another sgn onsuch premises shal beissued until such expense shdl have been paid. Existing
sgn sructures may remain if in conformance with this code. Sign structures not in conformance with this
code, shall be removed in accordance with this section. (Ord. 16430 §18; July 26, 1993).

22.05.190 Unlawful Signs.

@ It shal be unlawful to erect or maintain any sign in any location in violaion of the zoning
regulations of the City of Lincoln.

(b) It shdl be unlawful for any person to permit to be placed upon any premises any
freestanding ground sgn. Freestanding ground sign shdl mean any ground sign which is not permanently
attached or fixed to the ground; provided, however, this provision shal not prohibit the placement of mobile
signs as defined by Section 22.05.090 of this chapter.

(© No person shdl permit the placement, congtruction, or erection of aswinging sign.

(d) No person shall place, congtruct, or erect any sign which, by reason of its Size, location,
movement, content, coloring, or manner of illumination, may be confused with or construed as a traffic
control 9gn, Sgnd, or device, or the light of an emergency or road equipment vehicle, or which hidesfrom
view any traffic or street sign or signa or device. (Ord. 16430 §19; July 26, 1993).



22.05.200 Enfor cement.

@ The Building Officid is hereby authorized and directed to enforce dl the provisons of this
code.

(b) Right of entry. Upon presentation of proper credentids, the Building Officid may enter a
reasonable times any building, Structure, or premisesin the city to perform any duty imposed upon him by
this code.

(© Board of Appeds. The Building Code Board of appedls created under the provisions of
the Lincoln Building Code of the City of Lincoln shal aso advise the Mayor regarding the determination
of the auitability of dternate materids and types of congtruction and the reasonable interpretation of the
provisions of this code.

(d) Vidlation. It shal be unlawful for any person to erect, place, construct, enlarge, alter,
relocate, improve, equip, use or maintain any sgn in the city or within three miles of the corporate limits
thereof or cause or permit the same to be done, contrary to or in violation of any of the provisons of this
code.

(e Reief from persond ligbility. The Building Officid, when acting in good faith and without
madlice, is hereby rdieved from dl persond liability for any damage that may accrue to any person or
property as the result of any act required by this code by reason of any act or omisson of the Building
Offidd in the discharge of his duties hereunder. Any suit brought againg the building officid because of
any such act or omission in the enforcement of this code shdl be defended by the City Law Department
until final determination of such proceedings. (Ord. 16430 820; July 26, 1993).

22.05.210 Penalty for Violations.

Any person upon whom a duty is placed by the provisons of this chapter who shdl fall, neglect,
or refuse to perform such duty or who shal violate any of the provisons of this chapter shall be deemed
guilty of a misdemeanor, and upon conviction thereof shall be punished by afine of not less than $200.00
nor more than $500.00, recoverable with costs. Each day that violation of this chapter continues shall
condtitute a separate and distinct offense and shdl be punishable as such.

Any sign, device, or structure erected, placed, constructed, enlarged, atered, rel ocated, improved,
converted, equipped, used, or maintained in violation of this chapter is hereby declared to be a public
nuisance. In addition to other remedies, the Building Officid may request the City Attorney to inditute
injunctive or other appropriate action or proceedings to obtain the abatement of such violation. (Ord.
16430 821, July 26, 1993).



